
PR-10  Pneumatic Press Machine

Presmak Pneumatic Machines Wide Selection
PR-10 Semi Automatic Pneumatic Press Machine 

PR-10 can attach all kind of size eyelets
grommets &plastic eyelets grommets
on sign banner in one action.

Self Piercing Eyelets Sizes :#1.7,#00,#0
#1-J,#1,,#2,#3,#4,#5,#5.5 and long neck
sizes.

Weight:25 Kg 
TOP AND BOTTOM DIES ADAPTER 
DIAMETERS OF PR-50 MACHINE 
TOP ¼” (6 mm) BOTTOM ½” (12 mm)

  Using in Markets & Sectors
   Sign companies,tent and canvas industrial,tarpaulin
textile industirials,metal accessories,leather & shoes.
You can attach self piercing eyelets and grommets on 
sign banner,tent,tarpaulin ,webbing, only in one action.
Also PR-10 is compatiable with all kind of accessories
dies.(Ridies.(Rivet,metal snaps buttons,prong snaps,jean button
spring snaps, other dies).
It’ s easy to use and practical pneumatic machine.
You can change the dies according to using dies type.
 

  

Technical Data Sheet
Impact Press Force:600 kg/ cm2
Working Pressure:4 Bar up to 8 Bar
PR-10 can work with any small compressor.
Air consumption:0,3 Litre
Security hand protection
PPR-10 can fasten on bench or table or mobile base with wheel.
1 Year Warranty  Service & Parts Avaliable!
Interchangeable dies settings possible as optional using.
Adjustable stroke & adjustable cast body of PR-10 machine(Down and Up)
PR-10 is compatiable with all kind of dies,(Self piercing eyelet dies,rivet dies,
metal snap dies,jean button dies,metal button dies and other according to wide sectors.



PR-10  Pneumatic Press Machine

Presmak Pneumatic Machines Wide Selection
PR-10 Semi Automatic Pneumatic Grommet&Eyelet Machine User Manual 

PR-10 is compatiable with all kind of plastic grommet dies

Self Piercing Grommets &Eyelets

Free allen key included  PR-10

Compatiable Self Piercing Grommets & Eyelets Dies High Quality Stainless Steel
                   3,6 mm up to 31mm (Outside Diameter) 
PR-10  have interchangeable dies settings,You can change dies according to your need dies.

Step3
Upper Dies (Please Turn Anticlock Side)

Step4
Lower Dies
 (Put the lower dies inside die adaptor)

Pressure oil chamber conditioner( No need to maintance-Easy To  Use Pneumatic System)

Oil Level 0,2 - between 0,5 cm is suitable for pressure

Step -2 You can adjust  with allen key on die adapter hole bolt accordig to your dies height

Die adapter hole bolt

Step-1 Please hook up air compressor this hole.
(PR-10 Semi Automatic Pneumatic Machine can work with any small compressor)4 Bar Up to 6 Bar)


